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	Program Description:
	Integra Configurator

	Used On:
	Integra 1560 (INT-15634-004193, INT-15634-004194, 

INT-15634-004195, INT-15634-004196).


	
	

	Released By:

(print name)
	P.W.HOUGHTON
	Department:
	DESIGN

	Signature:
	


Release History

	Version
	Date
	Author
	Changes

	1.0.19.2
	05.07.06
	PWH
	Based on Release V1.0.19 with ability to handle 3.6GW power


Summary of Changes since Last Release

Included in this release:

SCR 162: allow the handling of system power up to 3.6GW (including the 20% overload).
SCR 163: On the analogue tabs, the text boxes are not long enough to allow all the digits of the maximum reading to be displayed. This is especially noticeable on maximum power readings.
Concessions and Limitations of Use

Limitations of Use

To be used on INT-15634-004193, INT-15634-004194, INT-15634-004195 and INT-15634-004196 only.
Known Problems / Features Outstanding

The following observations, feature requests and faults have been logged but not actioned:

1. In the reading bottom nominal boxes, if the value inputted cannot be fully displayed because of a lack of available decimal places, then just by clicking in the box will cause the modified flag to indicate. To avoid this, input a number that can be fully displayed.

2. The reading top and bottom boxes and in particular relating to the power parameter types it may not always be possible to input the same number as indicated by the Reading Max or Reading Min box. This appears to be due to rounding and there is more scope for this in 3 phase 3 wire due to root 3 calculations.
3. Display of Amps, Volts and Power is 3 significant digits instead of 4 significant digits.

4. Data entry of configuration values is not constrained to 3 or four significant digits.

5. The manuals have not received a final review nor been cross-checked for accuracy against the operation of the Configurator

6. There is a known problem entering node address values on the Integra Communications Tab (see SCR 158).

7. Data Modified Indicator does not go out with second link download or upload. A note on this is needed in the electronic manuals and help file.

8. Although large measurements no longer cause overflow errors (e.g. neutral current) but the resulting indication can have 3 formats, depending on scaling. A note on this is needed in the electronic manuals and help file.

Checksum(s)

	Filename
	File Size
	Checksum

	Setup.exe
	137KB
	D942

	Iconfi1.CAB
	1282 KB
	5DD0

	Iconfi2.CAB
	1424 KB
	0FDC

	Iconfi3.CAB
	1424 KB
	2964

	Iconfi4.CAB
	1424 KB
	4CF2

	Iconfi5.CAB
	1214 KB
	014A

	Setup.lst
	5 KB
	E49F


Source Files are held in the Version control system PVCS under the 2148 project and modifications shall only be carried out by authorised personnel only. This version is held on a branch off the mainstream development.
The checksum(s) is/are calculated across the entire file and are in Hexadecimal.

Production Information

	Production Media:
	CD or Internet Site

	Firmware Location:
	\\Gbb67fp02\rdsupport\21XX\2148\Softdev\Specials\V1.0.19.2_3.6GW_Version

	Compiler:
	Visual Basic V6

	Operating System:
	Windows XP 

	DMR / MAR / PSC No.:
	PSC 4004193, PSC 4004194, PSC 4004195 and PSC 4004196

	Test Report No.:
	Tests carried out by Des Sawers, results held in his log book.


A copy of this Release Note may be located in the firmware location specified above, along with any build notes.
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